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Vertical Type Fuse Switch Disconnectors

Technical Specifications

SDY160 SDY250 SDY400 SDY630

Standard TS EN 60947-3, IEC 60947-3

Rated current A 160A 250A 400A 630A 800A 1250A

Rated Thermal Current (with NH fuse) (Ith) A 160 250 400 630 800 1250

Rated Thermal Current with Solid Links (Ith) A 200 400 630 800 1000 1600

Number of poles 3 3 3 3 3 3

Rated operating voltage (Ue) V (AC) 400-500-690 400-500-690 400-500-690 400-500-690 400-500-690 400-500-690

Rated insulation voltage (Ui) V (AC) 1000 1000 1000 1000 1000 1000

Rated impulse withstand voltage (Uimp) kV (AC) 12 12 12 12 12 12

Rated Short Circuit Breaking Capacity with Fuse 
Protection (Icc) kA 100 100 100 100 100 100

NH Fuse link size NH00C-NH00 NH1-NH2 NH1-NH2-NH3 NH1-NH2-NH3 NH1-NH2-NH3 NH1-NH2-NH3

Electrical life (No. operation) ON - OFF 200 200 200 200 200 200

Mechanical life (No. operation) ON - OFF 1600 1600 1000 1000 1000 1000

IP degree of protection On Off IP20 / IP30 IP20 / IP30 IP20 / IP30 IP20 / IP30 IP20 / IP30 IP20 / IP30

Ambient operating temperature °C (-25 / +55)* (-25 / +55)* (-25 / +55)* (-25 / +55)* (-25 / +55)* (-25 / +55)*

Relative Humidity % 90 90 90 90 90 90

Rated frequency Hz 50-60HZ 50-60HZ 50-60HZ 50-60HZ 50-60HZ 50-60HZ

Utilization category AC23B/AC22B/
AC21B

AC23B/AC22B/
AC21B

AC23B/AC22B/
AC21B

AC23B/AC22B/
AC21B

AC23B/AC22B/
AC21B

AC23B/AC22B/
AC21B

Connection Cross Section mm² 70 120 240 2x185 2x240 2x80x5

Power loss per pole W 12 23 34 48 64 96

Tightening torque Nm 6 10 10 14 10 14

Hole diameter Ø M8 M10 M10 M12 M10 M12

Distance between main busbar terminals mm 185 185 185 185 185 185

Weight kg 2,3 4,7 4,7 5,85 9,4 11,7

Accessories

Fuse holder √ √ √ √ √ √

Terminal cover √ √ √ √ √ √

Parking position √ √ √ √ √ √

Micro switch Optional Optional Optional Optional Optional Optional

Mechanical padlock apparatus Optional Optional Optional Optional Optional Optional

Position indicator + mechanic fuse monitor √ √ √ √ √ √

Fixing screws √ √ √ √ √ √

* 24 hours operating average can not exceed + 35 ° C.
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Vertical Type Fuse Switch Disconnectors

Dimensions

SDY160 (3 Phase can open seperately) SDY160 (3 Phase can open together)
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SDY250-400-630 (3 Phase can open seperately) SDY250-400-630 (3 Phase can open together)
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